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HA Mini 210
Technical Features
BAG LOADING
The Pouch magazine is adjustable for  
different sized bag.
The Bags can be loaded while the machine 
is in operation
BAG DETECTION
Multiple bag detection switches are used at 
various points in the cycle to ensure
correct bag placement and full bag opening. 
Should a reject bag be detected it is
ejected from the machine and the process 
continues. Rejected bags can be
inspected by the operator and re-used if 
good.
BAG OPENING
Pouches are individually removed from the cartridge with a unique combination of
vacuum and pneumatic actuators. They are rotated/ transfer to the fill area and
opened.
TRANSITION CHUTE
Doubling as a timing bucket. product enters the transition chute while the bag is
being opened below. Upon pouch detection the Chute/Funnel enters the bag and
opens the gate. Product is dispensed immediately, without spillage and protecting
the seal from contamination. Difficult product that easily bridges is dispensed into
the pouch directly from the filler, through the "open-gate''
FILLING
During filling, pouches are held in place with our “positive-hold” gripper system.
This allows for heavy weights and shock loads without altering bag Position;
SEALING
Digitally controlled ribbed or flat constant heat seal bars give an integral attractive
seal. Pouches are sealed ''in place" eliminating wrinkles, folded corners and non
aligned seals
MACHINE CONTROLS
System controls are fully solid state. utilizing a commercial Programmable Logic
Controller [PLC] and Pneumatic. Indicator lights signal all cycle processes for easy
monitoring.



Working Range:
Bag Width: 110mm ≤ Width ≤ 210 mm
Bag Length: 120mm ≤ Width ≤ 310 mm
Bag shape: 170mm Width X 210mm Height
Standup Pouch, 3sides Sealed Pouch;Box Pouch
Max Speed:  
20 BPM with 1s Discharge Filling time without zipper opener
Power: 240V/60HZ Single Phase 5 Amps
Air: 
6Kg/cm2, 0.14CBM per min
Electronic:  
Mitsubishi PLC, Omron PID Temperature Controller, Winview 10 inches from Taiwan
Pneumatic:  
Pneumatics component Airtac from Taiwan, SCHMALZ Vacuum Generator From Germany
Technical Feature:
*No bag No dump
*Easy Adjustable
*Low Operating & Maintenance cost
*Multi Bag Format
*InterLock, CE Certificate
*Panasonic Servo Motor Drive And Screw Shaft track to do the transverse Moving
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*When the standup pouch are stacked together, They would be bent up to effected the
pouch position. From the photoes, It is easy to find out the zipper and gusset bottom are 
bent up so much. So the pouches stack are bent as a "U" shape. 
If the machine was run the pouch directly without any pouches correction settlement, it is 
easy for the pouch to be out of running position.
This pouches feeder could be settled this issue

* Auto Feed the pouch to the machine to run 
continuously
* There are two pouch magazines. When pouch 
magazine is ran out, the machine would be Switched 
automatically to pickup the bag from one magazine to 
another one 
It would be run in turn. It is helpful for the operator to reload the bags
* Easy Adjustable pouch magazine
* It is fine for the pouch magazine to be taken maximum 90pcs pouch on each pouch 
magazine. It means two sets magazine could be put about 180pcs. 
When the pouch is taken down on the conveyor, the conveyor would be settled the U shape 
issue. And it would be moved to be correct its position for machine to pickup.

Pouches Auto Feeder 

Halco Packaging ApS, Viborgvej 97A, DK-7400 Herning
(+45) 7510 2744 - sales@halco.dk



Mini Inkjet Printer

* High printing resolution 600 DPI printing;
* Printing Max Height is 12.5mm, Max Width is 100mm 
It could be printed Height is 0.5 inches=12 mm Height. 
If the letter height is 3 mm, It could be printed 4 line. 
If the letter is 4 mm height, it could be printer 3 lines.
* Ink Cartridge HP 2588 and 2580 Ink cartridge; Local source by 
HP cartridg
* Photo sensor to active the working, It is had its own photo 
sensor to active its working, no need to do any control Run Itself
* Bag Holder which would be kept the bag being right position 
for printing
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* Open the closed zipper before Filling, It needs the                
tip above the Zipper to be at least 30 mm
* It works for Closed Zipper Pouch
Minimum Bag Width 110 mm

Zipper Opener 

For more info, call Halco Packaging 


