
 HA-I3000  Series Continuous Induction Sealing Machine 

Description: 
HA-I3000 continuous induction sealing machine is applicable to seal plastic container or glass 

container made of any kind of material. 

Features: 

1,  Full stainless steel enclosure,digital display,artistic design;split structure ,esse of use; 

2,  Water cooling circulation system,keeping the power of components at a desirable temperature 

range for more reliable operation; 

3,  Under/over-voltage protection, over-current protection,overheat protection,etc; 

4,  High sealing power,fast sealing,designed for high-speed process lines. 

Parameters: 

Rated voltage 240V 50/60HZ Sealing speed 
0-300 bottles per

minute 

Max Power 3000W 
Size for main 

body 
1800*420*1450mm 

Seal diameter 

(choose) 
Φ15-120mm Host weight 75kg 

Application 
Volume 

production 
Cooling mode water-cooling 

Packing size 1315*702*664mm Appearance stainless steel 
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 HA-I3000 Series Continuous Induction Sealing Machine 

HL-3000B 

Description: 
HA-I3000-1 continuous induction sealing machine is applicable to seal plastic container or glass 

container made of any kind of material. 

Features: 

1,  Full stainless steel enclosure,digital display,artistic design;split structure ,esse of use; 

2,  Water cooling circulation system,keeping the power of components at a desirable temperature 

range for more reliable operation; 

3,  Under/over-voltage protection, over-current protection,overheat protection,etc; 

4,  High sealing power,fast sealing,designed for high-speed process lines. 

Parameters: 

Rated voltage 240V, 50/60HZ Sealing speed 
0-300 bottles per

minute 

Max Power 3000W 
Size for main 

body 
1800*400*1330mm 

Seal diameter 

(choose) 
Φ15-120mm Host weight 147kg 

Application Volume production Cooling mode water-cooling 

Packing size 1945*545*1575mm Appearance stainless steel 
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