
  HA-S500 Series Electromagnetic Induction Capper  

φ20mm & > φ60mm. it is specially suitable for customers who carrying out 

non-continuous capping operation for small output & lot.

Induktive Svejsere

Description: 
HA-S500A electromagnetic induction capper is mainly applicable to capping 

operation of non-metal bottleneck (i.e. plastics, glass) which features of flat threaded 

cap, but not applicable to capping operation of metal & non-threaded pressing cap, 

cap with φ20-100 diameter and active handle, high cap with over 3 mm spacing 

between cap surface & bottleneck after screwed in, Especially, it is suitable for the 

customers who carrying out continuous capping operation for large output and lot.  

HA-S500B electromagnetic induction capper is major suitable for capping operation 

of high threaded cap(e.g. mineral water bottle cap with suction nozzle) that is made of 

non-metal materials such as plastic, glass, but it is not suitable for metal & non-

threaded bottleneck, or bottleneck whose caliber is ranging φ15-35. Especially, it is 

suitable for the customers who carries out non-continuous capping operation for small 

output and lot.  

HA-S500C electromagnetic induction capper is mainly applicable to capping 

operation of big nonmetal bottleneck (i.e. plastics, glass) of flat threaded cap or high 

active-handled cap, but not applicable to capping operation of metal & non-threaded 

cap, cap with φ60-130 diameter, especially, it is suitable for the customers who 

carrying out non-continuous capping operation for small output and lot.  

HA-S500D  electromagnetic induction capper is mainly suitable for capping operation 

of nonmetal bottleneck (e.g. plastic, glass etc.) with handle (such as engine oil bottle 

etc.). But not suitable for capping operation of metal & non-threaded cap or high 

seamful bottleneck, or cap with the diameter < φ20mm & > φ60mm. it is specially 

suitable for customers who carrying out non-continuous capping operation for small 

output & lot
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Parameters: 

HA-S500A HA-S500B HA-S500C HA-S500D 

Voltage( V/Hz) AC 240/50

Power( W) 500W 600W 500W  

Sealing Diameter( mm)  φ20-φ100  φ15-φ35  φ60-φ130  φ20-φ60  

External Dimensions 

(L×W×H) (mm) 
340×290×150(mm)  

Net Weight( kg)  5kg  
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