
Applications 

All products requiring maximum speed, simple 

infeed, easy format changeover.  E.g. small plastic 

and metal parts, fragile products, very small     

products, difficult to insert products, multipack. 

 

Advantages and Benefits 

It is possible to quickly, easily and economically 

pack different types and shapes of products, which 

require bags of different sizes. 

By using tubular film, you reduce the cost of 

buying and storing bags in many different sizes. 

Easy insertion of products. 

Possibility to pack even extremely small products. 

By eliminating the "fall", fragile and scratch-

resistant products can be safely packaged. 
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Gandus XS Tube is a tubular packaging machine, 

designed and manufactured for all types of neutral 

or printed polyethylene films, also with antistatic 

treatment. 

Developed for all applications that require both 

maximum speed and simplicity in the format 

changeover. 

Use of reels of different widths, without parts    

disassembly or settings modification. 

The packaging machine automatically forms the 

bag with opening upwards. 

Bag filling and its subsequent sealing are carried 

out in manual by starting the machine cycle by 

button, or automatically by loaders, manipulators, 

weighing machines. 

Rapid reel change, max 30 seconds. 

Activation bag closure in manual mode from start 

punch button with a magnetic base to allow its 

placing in the most correct position. 
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Digital touch screen control display to easily 

program all production settings and parameters.   

Choice of language and ease of use to make the 

selection of values to be set quick and precise. 

Possibility to save different work configurations  

for immediate access to every single job.  

 

 

 

 

 

Standard equipment 

- check through PLC and functioning diagnostic 

on command keyboard 

- sealing bars with mechanical closure equipped 

with safety device 

- constantly through panel adjustable sealing bars 

preheating 

- opening system for small and light bags 

- immediate change of bag length with                  

continuous adjustment (from 50 to 700 mm stan-

dard version) from panel  

- preselected bag quantity reader, with stop when 

the preset number is reached 

- function of empy and on one side open bags 

production 

- selector of bag grip jaws insertion to vary the 

infeed mouth 

- wheel puncher with 3 different drilling positions: 

rights, left, center.  Equipped with a plexiglas front 

barrier to protect the operator 

- counter 

- inclined slide 

- magnetic start button 
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Kind of produced bags 

Bags with one or two sealings 

Bags with more sealings 

Packagings with Eurohole 

Possibility of empty bags production to be used 

offline. 

Accessories 

In addition to the standard equipment, a wide    

and complete range of accessories are available 

on request, to allow the utmost customization of 

the machine. 
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Versions 

- Standard version  

- Inclined version to make it possible an even    

easier product infeed and allow the operator to 

maintain a correct position during all loading   

operations. 

 

Possibility of synchronization with other devices. 
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Technical features XS TUBE 300 XS TUBE 500 

Reel width mm 80 - 300  

mm 40 - 300 (upon request) 

mm 100 - 500  

mm 60 - 500 (upon request) 

Bags length mm 50 to 700  mm 80 - 700 

Reel material PE tubolar thickness mm 0.06—0.13  PE tubolar thickness mm 0.06—0.13  

External reel diameter 

Inner reel diameter 

mm 300  

mm 55/75  

mm 300  

mm 55/75  

Frame painted steel (inox upon request) painted steel (inox upon request) 

Safety sensors optical optical 

Cycles/min up to a 14 acc. to bag length and optionals up to a 10 acc. to bag length and optionals 

Mouth opening adjustment from digital display from digital display 

Bas exit position adjustable adjustable 

Control display touch screen touch screen 

Max reel weight Kg 15  Kg 15  

Electrical power 230 V single phase + earth 230 V single phase + earth 

Pneumatic 0.5÷0,8 MPa (5÷8 bar) non lubricated air 0.5÷0,8 MPa (5÷8 bar) non lubricated air 

Air consumption 
~0,0017 m³/ciclo 

0,0042m³/ciclo 

Power Kw 2,5  without accessories Kw 2,5 without accessories 

Dimensions mm 860 x 1000 x 1000  mm 890 x 1510 x 1190  

Weight Kg 130  Kg 150  
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